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HARDWARE INSTALLATION 

The hardware comes already assembled; to make it work we only have to connect it to the computer and to a 5V DC 
power supply. 

In the rear there is an output with an USB cable; and an input for the power supply with a 3, 5 mm jack. 

We shall connect the USB cable either directly, either through a HUB, to an USB port in the PC. Normally the voltage 
received from the USB port is not enough, and it is recommended the use of a self alimented HUB, or the use of a 5V 
power supply, of no less than 500 mA. Please note that the positive must be at the end. Our store can provide the 
right power supply. 

 

 

 

 

 

 

 

MODULE CHECKING 

Use the check application for the MCP module, included in the zip file and also downloadable from the “download” 
tab at the MCP purchase page. 

SOFTWARE INSTALLATION 

Like  other  Opencockpits modules  and  because  of  the  number  of  different  add‐ons  that  are  offered  for  Flight 
Simulator, it is impossible for Opencockpits to provide coverage for all, because the software is always developed by 
third parties and Opencockpits has no liens with them.  

Nevertheless, Opencockpits has made an effort in trying to integrate its hardware with all these external packages, 
although sometimes it has been very difficult to do so with certain products.  

The  basic management  software  of  the  Opencockpits MCP  is  ready  for  the  FS2004  and  FSX  default  airplanes, 
although none of them manages the B737MCP exactly like the real plane. 

The  first part of this  installation should be done by downloading the "OPENCOCKPITS MCP B737.zip"  file  from the 
selling page of the MCP in our site www.opencockpits.com.  

Unzip the file in an easy to find location (i.e. C: \); it will create a folder called OPENCOCKPITS MCP B737. Inside, you 
will find the files further detailed. 

Among others, there are three logical ways to configure the software to run on our MCP :  

- Build or own configuration creating our own script  
- Using the files already configured by Opencockpits  
- Using the Opencockpits Auto‐Configurator 



INS

 

OUR

To d
we w

Ther
foru
easy

USE 

The 

Onc
perf

Insid

CON

STALLATION

R OWN CON

do this we cr
would do wit

re  is no nee
ums,  includin
y methods to

 OF FILES CO

Zip file cont

- A folder
o 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

- And as w

e unzipped, 
fect,  

de we find a 

NFIG_FILE=.\s

 AND USER’S

FIGURATION

eate our ow
th any other

ed  to be an a
ng Opencock
o carry out th

ONFIGURED 

aining this m

 called MCP 
Inside  this 
depending w

 sioc
 sioc
 sioc
 sioc
 sioc
 sioc

 

we said befo

open  the  fo

line like this

scripts\xxxxx

S MANUAL v

N 

wn script, eith
r programmin

advanced us
kpits, does n
his task. 

BY OPENCOC

manual also c

that contain
folder  we 
what add‐on 
 mcp ogs.txt
 mcp magen
 mcp pmdg.t
 mcp fds.txt 
 mcp fs2004
 mcp fsx.txt 

re, it also inc

older MCP a

s: 

xxx.txt 

2.0 

her using the
ng language,

ser as  the  to
ot make bu

CKPITS 

contains the 

ns those files
find  anothe
or software
t = for OGS so
nta.txt = for  
txt = for PMD
= for Flight D

4.txt = for def
= for default

cludes this m

and edit  the 

 

e config_sioc
, and finally c

ools and  the
ilding our ow

following fo

 needed to r
er  folder  ca
 we want to 
oftware 
Project Mag
DG 737NG so
Deck Softwa
fault 737 fro
t 737 from Fl

 

manual. 

file sioc.ini 

c.exe or using
compiled in 

e many exam
wn script ve

lders and file

run the scrip
lled  SCRIPTS
use: 

enta softwar
oftware 
re 
m Flight Sim
light Simulat

with a  text 

g any text ed
.ssi and run w

mples of  the 
ry difficult,  i

es:  

ts 
S  that  cont

re 

mulator 2004 
tor X 

editor,  the d

 

ditor and wri
with sioc.exe

script  that 
in any case 

tains  severa

default Wind

MCP B‐7

iting the scri
e. 

exist  in diffe
we describe

l  scripts  to

dows Notep

737 

IN
ST
A
LL
A
TI
O
N
 A
N
D
 U
SE
R’
S 
M
A
N
U
A
L 
M
CP

 B
‐7
37

 

4 

 

pt as 

erent 
e two 

  use 

ad  is 



INS

 

This
exam

CON

And

Then
ope

NOT
crea
conf

The 
the 
docu

THE 

We 

It m
follo
com

 

 

 

 

 

 

 

 

 

 

 

Whe
cont

Next

STALLATION

 will  replace
mple:  

NFIG_FILE=.\s

 so we set ou

n  simply  ru
rational for t

TE: Once you
ated,  this  is 
figuration.  

only special
keystrokes 
ument. 

 AUTO‐CON

have include

must be unzip
owing image 
mputer:  

ere  you  can
tains all the f

t is to run ss

 AND USER’S

e  the  “x”  fo

scripts\sioc m

ur MCP 737 

n  the  appli
the chosen s

u run this ap
normal beca

l requiremen
in  Flight  Sim

FIGURATOR 

ed the applic

pped  inside t
(in this imag

  see  that  a 
files for the M

etup.exe and

S MANUAL v

or  the  file  am

mcp fs2004.t

to work with

cation  sioc_
software.  

pplication,  in
ause SIOC  re

nt, and only 
mulator‐>  PM

FROM OPEN

cation in the 

the same fo
ge all unnec

new  icon  c
MCP.  

d we will see

2.0 

mong  the  ab

txt 

h the default

_mcp.exe,  w

 the folder c
eally works w

because of 
MDG‐>  Keyb

NCOCKPITS

same zip, in 

lder where t
essary files w

called  ssetup

e a screen lik

 
bove  ones  t

t Flight Simu

which  is  in  t

called scripts
with compile

the own  idio
board  comm

a folder call

the applicati
were deleted

p.exe  has  be

ke this: 

that we wan

lator 2004. 

the  MCP  fo

s a new com
ed  files, eve

osyncrasies o
ands,  as  ind

ed SSETUP. 

ion sioc.exe 
d), but not n

een  created 

nt  to  use  in 

lder  and  th

mpiled file   w
n  if we are 

of PMDG's s
dicated  in  th

is,  leaving t
necessarily th

and  a  folde

 

our Openco

is  will  make

with the .ssi e
using  text  (.

software,  is t
he  annex  at

he folder so
he same you

er  called  sse

MCP B‐7

ockpits MCP

e  our  MCP 

extension w
.txt)  files  for

that we mus
  the  end  of

omething  like
u can see on 

etup_files, w

737 

IN
ST
A
LL
A
TI
O
N
 A
N
D
 U
SE
R’
S 
M
A
N
U
A
L 
M
CP

 B
‐7
37

 

5 

 

P,  for 

fully 

ill be 
r  this 

st set 
f  this 

e the 
your 

which 



INS

 

Whe
butt
abou

Click

In th
this 
info

 

 

 

STALLATION

ere we see th
ton to launch
ut each of th

king on (1) sh

his list the di
time,  and  t
rmation in a

 AND USER’S

hat the langu
h the configu
he configurat

hows us the 

ifferent optio
then  click  o
ccordance w

S MANUAL v

uage can be 
uration and 
tions (3).  

following lis

ons are show
on  the  butto
with the softw

2.0 

changed (4);
start our mo

t:  

wn. We simp
on  to  launch
ware that ha

 

; we also hav
odule (2) and

ply choose th
h  (2)  and  o
as been previ

ve a drop‐do
d finally a bu

he most suit
our MCP  sha
iously chose

own with diff
utton to see 

able for us o
all  become 
n.  

 

ferent softwa
some additi

or the one w
alive  and  sh

MCP B‐7

 

are options (
onal informa

 

we need to u
how  approp

737 

IN
ST
A
LL
A
TI
O
N
 A
N
D
 U
SE
R’
S 
M
A
N
U
A
L 
M
CP

 B
‐7
37

 

6 

 

(1), a 
ation 

se at 
priate 



INSTALLATION AND USER’S MANUAL v2.0      MCP B‐737 
 

 

IN
ST
A
LL
A
TI
O
N
 A
N
D
 U
SE
R’
S 
M
A
N
U
A
L 
M
CP

 B
‐7
37

 

7 

 

TROUBLESHOOTING 

PROBLEM  CAUSE  SOLUTION 
We  see  the  error  “Could  not  bin 
socket. Address and port are already 
in use”. 

We have  assigned  the  same port  in 
two different  sioc.ini and we  intend 
to run both simultaneously. 

Open  sioc.ini  and  change  this 
number  for  other  unused  port 
number 

We  run  sioc_mcp.exe  and  the MCP 
comes alive, but does not actuate  in 
FS 

Device number is badly assigned.  Delete device number  in sioc scripts 
or assign  in sioc.ini MASTER  line a 0 
to  the  first  number 
(MASTER=0,5,1,0) 

We  run  sioc_mcp.exe  but  the MCP 
does  not  light  up  and  does  not 
actuate in FS. 

We  don’t  have  properly  configured 
the Device number and sioc does not 
find the MCP module. 

Assign in sioc.ini the right numbers.  

We  run  sioc_mcp.exe  and  nothing 
happens. 

The MCP is not powered.  Make  sure  the MCP  receives  5V 
DC  and  enough  amperage  to 
operate (500mA min.). 

Digits  fluctuate  or  sectors  fail.  The 
MCP becomes unstable 

Low power.  Use  external  power  supply  or  self 
powered USB HUB. 

 

TECHNICAL SPECIFICATIONS: 

- Connection to PC by USB port (does not need drivers). 
- Can connect with X‐Plane, FS98, FS2000, FS2004 and FSX through FSUIPC or IOCP. 
- Displays Brightness by software. 
- No need of additional cards to work. 
- Manage decimal point and minus sign. 
- Interconnection capacity with other Opencockpits modules or from other manufacturers.  

- Totally programmable. 
- Assembled module, with or without box. 
- Power consumption 5V minimum 1A. 
- Sizes 470x78x150 mm. (WidthxHighxDeep) without box the deep is 40 mm. 
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ANNEX I 

KEYSTROKE COMMANDS IN PMDG 

MCP Press APDISCON = Ctrl + Shift + Y 
MCP Press AT = Shift + R  
MCP Press N1 = Ctrl + Shift + N  
MCP Press SPD = Ctrl + M  
MCP Press CO = Shift + I  
MCP Press LVLCHG = Ctrl + I  
MCP Press VNAV = Ctrl + V  
MCP Press LNAV = Ctrl + N  
MCP Press VORLOC = Ctrl + O  
MCP Press APP = Ctrl + A  
MCP Press HDGSEL = Ctrl + H  
MCP Press ALTHLD = Ctrl + Z  
MCP Press VS = Ctrl + P  
MCP Press CMD L = Ctrl + Shift + A  
MCP Press CMD R = Shift + F4  
MCP Press CWS L = Ctrl + F4  
MCP Press CWS R = Ctrl + Shift + F4  
MCP Press FD L = Ctrl + F  
MCP Press FD R = Ctrl + Shift + F3  
MCP Increase Bank Limiter = Ctrl + Shift + L  
MCP Decrease Bank Limiter = Ctrl + F11  
MCP Increase Course = Shift + F3  
MCP Decrease Course = Ctrl + F5  
MCP Increase Altitude = Ctrl + Shift + Z  
MCP Decrease Altitude = Ctrl + F2  
MCP Increase Speed = Ctrl + Shift + V  
MCP Decrease Speed = Shift + F11  
MCP Increase Heading = Ctrl + Shift + H  
MCP Decrease Heading = Ctrl + F8  
MCP Increase VS = Ctrl + Shift + P  
MCP Decrease VS = Ctrl + Shift + F11  
 
EFIS Press Mins = Shift+Tab+M 
EFIS Increase Mins = Ctrl+shift+M 
EFIS Decrease Mins = Shift+F12 
EFIS Reset Mins = Ctrl+, 
EFIS Press Baro = Ctrl+Shift+F1 
EFIS Increase Baro = Ctrl+Shift+B 
EFIS Decrease Baro = Shift+B 
EFIS Reset Baro STD = Ctrl+3 
EFIS Press FPV = Ctrl+4 
EFIS Press MTRS = Ctrl+5 
EFIS Increase NavL = Ctrl+Shift+1 
EFIS Decrease NavL = Ctrl+1 
EFIS Increase NavR = Ctrl+Shift+2 
EFIS Decrease NavR = Ctrl+2 
EFIS Increase ND Mode = Ctrl+Shift+4 
EFIS Decrease ND Mode = Ctrl+Shift+5 
EFIS Press ND Mode CTR = Ctrl+Shift+, 
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EFIS Increase ND Range = Ctrl+Shift+0 
EFIS Decrease ND Range = Ctrl+Shift+3 
EFIS Press ND Range TFC = Ctrl+Shift+.  
EFIS Press WXR = Ctrl+Shift+Tab+5 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Note: 
 
Software  programs,  circuits  and  content  published  in  this  paper  and  on  our website  are  copyrighted  by  their 
developers, who doesn't consent to their use for commercial gain, unless authorized in writing. 
 
The software and content published and any code developed can be distributed as often as necessary and through 
desired media without written authorization, provided that the publication is acknowledged to the author and the 
source from which comes 
 
www.opencockpits.com 
 

 


